
FEATURES AND BENEFITS

• Protects and extends the life of the tool.

• At-the-tool filtration without added weight or bulk.

• Available in the three most popular 
Interchanges: Industrial, ARO and Automotive.

• Back pressure from the tool automatically 
cleans the filter.

Call Your Acme Rep or 
Acme directly at:

732-432-7177 

#ALIT-FLTRPLUG

APPLICATIONS

• Pneumatic nailers, impact guns, sanders or any
tool operating in a dirty or dusty environment.

• For use on any 1/4" or 3/8" FPT inlet air tool.
• Now available in 3/8" body size.

Our new FilterPlug incorporates the features of an in-line filter directly into the pneumatic connector, or plug.
This unique, patent-pending design provides true at-the-tool filtration and lessens the possibility of
contamination, thus reducing wear and extending tool life.  Best of all, this compact unit protects your tools while
adding almost no weight or bulk. 

Sintered bronze element inside connector.

FilterPlugTM
NEW PPRODUCT

SPECIFICATIONS

Media:  . . . . . . . . . . . . . . . . . . .Air
Maximum working pressure:  . .150 PSI
Maximum operating temp.:  . . .200° F
Material:

Body:  . . . . . . . . . . . . . . . . .Hardened Nickel-
plated brass

Thread:  . . . . . . . . . . . . . . .Nickel-plated brass
Element:  . . . . . . . . . . . . . .Sintered bronze

Length:  . . . . . . . . . . . . . . . . . . .2-7/16"
Hex:  . . . . . . . . . . . . . . . . . . . . .3/4"
Weight:  . . . . . . . . . . . . . . . . . . .0.115 lb.

Description              Model
1/4" ARO Interchange, 1/4" MPT A918N4ILM
1/4" Industrial Interchange, 1/4" MPT A937N4ILM
1/4" Automotive Int, 1/4" MPT A925N4ILM
1/4" ARO Interchange, 3/8" MPT A918N6ILM
1/4" Industrial Interchange, 3/8" MPT A937N6ILM
1/4" Automotive Int, 3/8" MPT A925N6ILM
3/8" Industrial Interchange, 3/8" MPT A940N6ILM
3/8" Industrial Int, 1/4" MPT A940N4ILM
3/8" Automotive Interchange, 3/8" MPT A927N6ILM
3/8" Automotive Int, 1/4" MPT A927N4ILM
Filtering Connector Element Kit AFP-KIT

ORDERING INFORMATION


