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BLOW GUNS, TIPS AND EXTENSIONS
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To order, call 732-432-7177.

A671NT

3/8" NPT with 
Multi-Jet Tip

51 CFM at 125 PSI
3.1 lbs. of Thrust

1/4" NPT with
High Flow Tip

34 CFM at 125 PSI
2.1 lbs. of Thrust

1/4" NPT with 
High Flow Tip

34 CFM at 125 PSI
2.1 lbs. of Thrust

VARIABLE FLOW BLOW GUNS
Features:
• Lightweight, yet rugged.
• Variable flow control for precise air delivery.
• Brass reinforced inlet 1/4" FPT.
• A671NT has a 1/8" FPT nickel-plated brass outlet which will support a variety of tips.

Description Tip Model Display Model

Variable flow Permanent 6" safety extension A670-S –
Variable flow No tip A671NT –

See page 35 for tips and extensions.
This gun is also available as a kit on page 37.

TYPHOON® HIGH VOLUME BLOW GUNS
Features:
• Variable flow trigger.
• Ideal for heavy duty clean-up and blow-off.
• Meets or exceeds OSHA standards.
• Lightweight and ergonomic.
• Dimensions: 6.2 oz. weight; 10.5" length; 5.75" width; and 2.125" height.

Description Tip Model Display Model

1/4" NPT high volume blow gun High flow tip – A680CS
3/8" NPT high volume blow gun Multi-jet tip and high flow tip – A690CS

TYPHOON® PRO HIGH VOLUME BLOW GUNS
Features:
• All the features of the standard Typhoon, but in an all-metal design for hardcore users.
• Chrome plating on an aluminum body resists chemicals and solvents and makes this gun

easy to clean.
• Can be disassembled for easy maintenance and cleaning.
• Silicone free for paint applications.
• Tip is chrome-plated brass.
• Meets or exceeds OSHA standards.
• Dimensions: 12 oz. weight; 10.5" length; 5.75" width; and 2.125" height.

Description Tip Model Display Model

1/4" NPT high volume all metal High flow, chrome plated tip – A681CS

See page 35 for tips and extensions.

See page 35 for tips and extensions.




